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Subject:

Model(s):

Group:

Number:

Date:

Squeaks, Rattles and Noise, Repair Kit 

ALL

00
05–07
Sept. 14, 2005ALL

Condition
Various concerns of squeaks, rattles, noise,
trim fit conditions etc..

Service
The following is a list of components and
applications included in Kit Part No:
W–42SQK.Rattlekit* developed to repair
concerns of squeaks, rattles, noise and trim fit
conditions.

Parts Included in Anti–Rattle Kit Part No: Qty Usage

Flock tape: 
material thickness = 1.0 mm

VW 847 201 25 pieces
Door panels, interior panels,

Non–woven tape: 
material thickness = 0.38 mm

VW 847 202 50 pieces
Door panels, interior panels,
interior components

Soft PVC foam tape: 
material thickness = 3.17 mm

VW 847 203 12 pieces

Dense PVC foam tape:
material thickness = 3.17 mm

VW 847 204 12 pieces Sealing, gap hiding, interior &
exterior components

Polyethylene foam tape:
material thickness = 3.17 mm

VW 847 205 12 pieces

p

Anti–squeak tape:
material thickness = 0.12 mm

VW 847 206 50 pieces Anti-squeak, anti-rattle,
anti-abrasion, metal to metal,

Polyethylene film tape:
material thickness = 0.29 mm

VW 847 207 50 pieces
, ,

metal to plastic, plastic to
plastic

Self adhesive wire strap:
Material thickness = 0.39 mm

VW 847 208 50 pieces Wire harness, convoluted
tubing, cables

*) For individual parts adhesive shelf life =
approx. 48 months.
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Tip:

Kit and refills are considered shop supply
and cannot be claimed on warranty claim.

To order a complete kit or refills contact the
Volkswagen Technical Literature Ordering
Center at www.vw.ddsltd.com, or by calling
1–800–544–8021 from 8:00 a.m. to 8:00 p.m.
EST Monday through Friday. This number can
be dialed in both the United States and Canada.

When procedure applies to vehicles
within the New Vehicle Limited Warranty,
use the following:

Claim Type: W2

Part Identifier: Use applicable Part
Identifier

Damage Code: Code per Warranty
Policy

Labor Operation: Use A-Time*

Diagnostic Time: If necessary, Use
applicable SRT for
Road Test to
determine concern*

Claim Comment: Type “As per Technical
Bulletin V000507” in comment section of
Warranty Claim

*) Labor operations will be determined by actual work
performed by technician and documented through
punch time and technician notes.




