
 
 

Technical Bulletin 
 
 

Page 1 of 2  
© 2006 Volkswagen of America, Inc. 
All rights reserved.  Information contained in this document is based on the latest information available at the time of printing and is subject to the copyright and other intellectual 
property rights of Volkswagen of America, Inc., its affiliated companies and its licensors. All rights are reserved to make changes at any time without notice.  No part of this document 
may be reproduced, stored in a retrieval system, or transmitted in any form or by any means, electronic, mechanical, photocopying, recording, or otherwise, nor may these materials be 
modified or reposted to other sites, without the prior expressed written permission of the publisher.  

Condition 
Ignition Key, Emergency Release Revision 

In the event a customer contacts your dealership requesting assistance with ignition key emergency release, the 
following procedure describes proper steps for key removal. 

94 06 22 Dec. 11, 2006 2010565 Supersedes T. B. Group 94 number 04-03 dated November 19, 2004 due to 
inclusion into ElsaWeb 

Model(s) Year Eng. Code Trans. Code VIN Range From VIN Range To 

Touareg 2004 All All 7L_4D000001 7L_4D080433 

Phaeton 2004 All All 3D_48000001 3D_48012170 

Technical Background 
Vehicle owner’s manual omits “Apply parking brake” step from ignition key emergency release procedure. 

Production Solution 
No production change required. 

Service 
Vehicles built up to the following VINs: 
 
Touareg 7L_4D080433 

Phaeton 3D_48012170 

Vehicles built after above VINs do not have this emergency release feature. 
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• Switch ignition OFF. 

• Move transmission selector lever to “P” (Park). 

• Fully engage parking brake. 

• Remove cover -arrow- if equipped. 

 

 

• Press emergency release button -arrow-using pen or similar tool. 

• With emergency release button pressed down, turn ignition key 
counterclockwise and remove. 

Warranty 
Information only. 

Required Parts and Tools 
No Special Parts required. Always see ETKA for the latest part(s) information. 

No Special Tools required. 

 


